


































TABLE 1

November 2006 Groundwater Analytical Results
Westside CDLF Facility

Wilson County, North Carolina
Permit No. 

Parameter GMW-1 GMW-2 GMW-3 GMW-4 2L Standard

pH 5.5 5.9 6.7 5.4 6.5 - 8.5

Conductivity 216 85 130 53

Temperature 17.2 16.0 16.4 17.9

Inorganics (mg/l)

Arsenic 0.0199 BQL BQL BQL 0.01

Barium 0.147 BQL 0.124 BQL 2.0

Chromium 0.0171 BQL BQL BQL 0.05

Lead BQL BQL BQL BQL 0.015

8260 volatiles (ug/l)

Toluene 2.42 BQL BQL BQL 1000

Notes:
Samples collected on November 7, 2006
Inorganic results reported in parts per million
8260 volatile results reported in parts per billion
BQL = Below Laboratory Quanitation Limits
Bold concentrations equal or exceed laboratory quantitation limits
Shaded concentrations equal or exceed established 2L Standards



SAMPLE INFORMATION AND FIELD DATA

WESTSIDE CDLF
WILSON, NORTH CAROLINA

MW ID#: GMW-1

Date Sampled: 11/7/06

Time Sampled: 810

Sampled by: A. Duke

Weather conditions and temperature: Sunny - 70s

Unusual site conditions: none

Equipment used to collect groundwater level and well depth measurements: electric water

level indicator

Equipment used for purging and groundwater sample collection: Teflon bailers

Top of casing (TOC) elevation (ft msl):

Depth to groundwater from TOC (ft): 14.60

Groundwater elevation from TOC (ft msl):

Depth to bottom of well from TOC (ft): 20.3

MW purging date and time: 11/6/06 - 900

Amount of purge water (gallons): 2.7

Field measurements: pH 5.5

specific conductivity 216

temperature (C) 17.2

Number and type of sample containers and preservatives:

Method 8260: 3 x 40 mil vials w/HCl

App. I Metals & Hg: 1 x 500 mil plastic w/HNO3

Comments: Survey information not available.



SAMPLE INFORMATION AND FIELD DATA

WESTSIDE CDLF
WILSON, NORTH CAROLINA

MW ID#: GMW-2

Date Sampled: 11/7/06

Time Sampled: 900

Sampled by: A. Duke

Weather conditions and temperature: Sunny - 70s

Unusual site conditions: none

Equipment used to collect groundwater level and well depth measurements: electric water

level indicator

Equipment used for purging and groundwater sample collection: Teflon bailers

Top of casing (TOC) elevation (ft msl):

Depth to groundwater from TOC (ft): 5.06

Groundwater elevation from TOC (ft msl):

Depth to bottom of well from TOC (ft): 16.0

MW purging date and time: 11/06/06 - 1210

Amount of purge water (gallons): 5.3

Field measurements: pH 5.9

specific conductivity 85

temperature (C) 16.0

Number and type of sample containers and preservatives:

Method 8260: 3 x 40 mil vials w/HCl

App. I Metals & Hg: 1 x 500 mil plastic w/HNO3

Comments: Survey information not available.



SAMPLE INFORMATION AND FIELD DATA

WESTSIDE CDLF
WILSON, NORTH CAROLINA

MW ID#: GMW-3

Date Sampled: 11/7/06

Time Sampled: 930

Sampled by: A. Duke

Weather conditions and temperature: Sunny - 70s

Unusual site conditions: none

Equipment used to collect groundwater level and well depth measurements: electric water

level indicator

Equipment used for purging and groundwater sample collection: Teflon bailers

Top of casing (TOC) elevation (ft msl):

Depth to groundwater from TOC (ft): 7.00

Groundwater elevation from TOC (ft msl):

Depth to bottom of well from TOC (ft): 17.0

MW purging date and time: 11/06/06 - 1220

Amount of purge water (gallons): 4.8

Field measurements: pH 6.7

specific conductivity 130

temperature (C) 16.4

Number and type of sample containers and preservatives:

Method 8260: 3 x 40 mil vials w/HCl

App. I Metals & Hg: 1 x 500 mil plastic w/HNO3

Comments: Survey information not available.



SAMPLE INFORMATION AND FIELD DATA

WESTSIDE CDLF
WILSON, NORTH CAROLINA

MW ID#: GMW-4

Date Sampled: 11/7/06

Time Sampled: 945

Sampled by: A. Duke

Weather conditions and temperature: Sunny - 70s

Unusual site conditions: none

Equipment used to collect groundwater level and well depth measurements: electric water

level indicator

Equipment used for purging and groundwater sample collection: Teflon bailers

Top of casing (TOC) elevation (ft msl):

Depth to groundwater from TOC (ft): 8.48

Groundwater elevation from TOC (ft msl):

Depth to bottom of well from TOC (ft): 17.6

MW purging date and time: 11/06/06 - 1240

Amount of purge water (gallons): 4.5

Field measurements: pH 5.4

specific conductivity 53

temperature (C) 17.9

Number and type of sample containers and preservatives:

Method 8260: 3 x 40 mil vials w/HCl

App. I Metals & Hg: 1 x 500 mil plastic w/HNO3

Comments: Survey infromation not available.
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