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Frost, Larry

From: Frost, Larry
Sent: Wednesday, January 13, 2016 8:06 AM
To: 'Glenn Amey, PG'
Cc: Mckee, Shawn; Mussler, Ed (ed.mussler@ncdenr.gov); Lorscheider, Ellen 

(ellen.lorscheider@ncdenr.gov)
Subject: RE: Ash Unloading Area at Brickhaven for Rail

Glenn 

The Solid Waste Section (Section) received Charah’s request (below) for review of procedures for the minimization of 
coal ash being transported from the active cells of the structural fill to adjacent haul roads. The Section has reviewed 
your request and considers the proposed methods to be appropriate, reasonable and the Section sees no reason that 
the procedures should not be effective. The Section has verified, with a site visit on 1/11/2016, that the structures 
described have been prepared and are in place.  

The Section recommends that regular inspections of the area be made to ensure the effectiveness of the structures, that 
structures and procedures be revised as necessary to ensure effectiveness, and that all inspections and revisions be 
documented in the facility’s operating log.  Finally, the next time the permit for this facility is either modified or 
amended these protective  procedures should be included in the facility’s Operations Plan. 

Should you have any question regarding this matter contact me immediately, 

Larry 

DIN 25486 
 

From: Glenn Amey, PG [mailto:gamey@charah.com]  
Sent: Tuesday, January 12, 2016 2:32 PM 
To: Frost, Larry <larry.frost@ncdenr.gov>; Mckee, Shawn <shawn.mckee@ncdenr.gov> 
Subject: Ash Unloading Area at Brickhaven for Rail 
 
Larry 
 
As we discussed at our meeting on 1‐11‐16, I am requesting your review of the details listed below that Charah has 
constructed or will construct to minimize ash accumulation on the haul truck tires and haul road. 

1. A stone pad was constructed at the unloading area that all trucks, both entering and leaving the cell, must drive 
over allowing for any accumulated ash to drop off the tires.  A sacrificial liner has been placed under the stone 
pad that directs any water into the structural fill.  This stone pad will be maintained as needed to ensure proper 
functioning of the stone pad. 

2. All ash that is placed in the cell will be compacted with a track dozer and roller.  This gives the trucks a hard, 
smooth surface for operational movement. 

3. In the case of inclement weather, an area will be designated for disposal and stone placed on the ash as needed.
4. Upon exiting the stone pad, the exit haul route will be further enhanced with stone to encourage the removal of 

any ash that may be left on the tires. 
 
Please provide your confirmation of these items via a reply to this email.  Thanks. 
 
Glenn 
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Glenn Amey, PG  
Engineering Manager |Charah, Inc. 
Mobile: 502‐552‐8308 | Office: 704‐731‐2300 |  Direct: 704‐731‐2202 |  
gamey@charah.com | http://www.charah.com | http://www.sul4r‐plus.com 


