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Thornburg, Analee H

From: Marks, Cheryl
Sent: Wednesday, October 30, 2013 3:30 PM
To: Thornburg, Analee H
Subject: FW: 210 Walnut Street, Rhodhiss

 
 
From: Dellinger, Jeff  
Sent: Wednesday, July 25, 2012 1:48 PM 
To: Aja, Deborah; Marks, Cheryl; bhrhodhiss@yahoo.com 
Cc: Wylie, Pat; Watkins, Jason; Patrakis, William; ibsenvironmental@aol.com 
Subject: RE: 210 Walnut Street, Rhodhiss 
 
Hello Everyone: 
 
I have talked with Barbara Harmon (town manager), Deborah Aja (solid waste) and Bob Dean (asbestos inspector) today 
to discuss the asbestos issue at the subject location. 
 
It is my understanding that the goal here is to remove enough dirt and debris from the existing location to repair a 4-6 foot 
section in the sewer line.  Once the repair is made it is my understanding that no other excavation is planned.   
 
It is also my understanding that the material identified as containing 30% asbestos is described as asbestos cement 
siding.    
 
Here are the action items that need to be followed to ensure the safety & health and compliance with our asbestos 
regulations regarding the asbestos: 
 
1.         Hire a NC accredited asbestos supervisor and asbestos worker to be present during the asbestos cleanup, 

packaging and disposal.  I am attaching our web site address so that you can find these individuals.   
 http://www.schs.state.nc.us/asbestos/accredited.cfm 

 
2.         You will need to have water present at the work site to address any visible emissions and to keep the asbestos 

and contaminated soil wet during the clean up and removal.  Dust suppression is the key here. 
 
3.         Use the necessary heavy equipment with an enclosed cab if possible and provide the operator with asbestos 

awareness training which can be done on-site. 
 
4.         Line a dump truck or dumpster with 6 mil poly so the wet asbestos and soil can be placed into the container and 

cover each poly flap over like a giant burrito.  The driver in the transportation vehicle needs to stay and the cab.   
 
5.         Take all asbestos and asbestos contaminated soil to a landfill approved to receive asbestos waste. 
 
6.         The tires can be addressed by the asbestos worker to make sure no asbestos debris is located inside the tires and 

they can disposed of separately from the asbestos and asbestos contaminated soil.  One does have to consider 
the cost of using the asbestos worker to remove debris from the tires versus disposing of the tires along with the 
asbestos debris.  

 
7.         Once the asbestos debris and asbestos contaminated soil have been removed from the work area have the 

contractor fix the sewer leak and put in new soil for fill.   
 
8.         It is up to solid waste to clarify what additional requirements they may have for this location.  
 
Let me know if you have any specific questions or need clarifications. 
 
Thanks 
jeff    
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Please note my new email address.  It has changed to jeff.dellinger@dhhs.nc.gov 
  
  
Jeffery W. Dellinger 
Industrial Hygiene Consultant 
Health Hazards Control Unit 
Division of Public Health, NC DHHS 
1912 Mail Service Center 
Raleigh, NC 27699-1912 
Phone:   (919) 707-5972   Fax   (919) 870-4808 
  
  

From: Aja, Deborah  
Sent: Wednesday, July 25, 2012 9:48 AM 
To: Dellinger, Jeff; Marks, Cheryl 
Cc: Wylie, Pat; Watkins, Jason; Patrakis, William 
Subject: RE: 210 Walnut Street, Rhodhiss 
 
Jeff, Bill, and Cheryl, 
 
Barbara Harmon, Town Manager – Rhodhiss, called me this morning to let me know that samples of material collected 
at the site we discussed last week, by a certified inspector, contained 30 percent asbestos.  I let her know that I would 
pass this information along to the HHCU  so that she could be contacted  to provide guidance on the next steps to 
properly dispose of materials removed from their sewer project excavation and also to continue to excavate to reach the 
sewer line for repairs.   
 
The Town stated that the sewer line is 40 to 50 years old in that area.  Once they complete the repairs of a 4‐5 foot 
section of pipe they will need guidance  on filling the hole back in and if there are any additional requirements that must 
be met regarding either asbestos containing wastes or to address the pre‐1983 landfill. Also, they are concerned about 
settlement of waste that is occurring next to and under the residences in the area.  
 
Barbara’s contact information is:  828‐396‐8400.   
 
If the tires that were removed from the excavation are not contaminated she may be seeking assistance from the Solid 
Waste Section for proper disposal. 
 
Please let me know if you need anything else… 
 
Thanks, Deb 
 
Email correspondence to and from this address is subject to the North Carolina Public Records Law and may be disclosed 
to third parties unless the content is exempt by statute or other regulation. 
 
 
 
Deborah Aja ‐ Deborah.Aja@ncdenr.gov 
North Carolina Dept. of Environment and Natural Resources 
Asheville Regional Office 
Division of Waste Management ‐ Solid Waste Section 
2090 U.S. 70 Highway 
Swannanoa, NC 28778 
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Tel: 828‐296‐4500 
Fax: 828‐299‐7043 
http://portal.ncdenr.org/web/wm/sw 
 


