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July 19, 2011 

Pete Haskins 
Fortress Wood Products 
1 Metals Dr 
Greensboro, NC 27407 

RE: RCRA Drip Pad Inspection 
Fortress Wood Products, Greensboro, NC 
EI Project No. ENM0110075.00 

Dear Mr. Haskins: 

I 

The EI Group, Inc. (EI) has been contracted to conduct the RCRA-required assessment of the RCRA 
drip pads at Fortress Wood Product's Greensboro, North Carolina wood treatment facility. This 
assessment was conducted to satisfy the requirements of 40 CFR 265.441. Based on the information 
available and the conditions present during the field inspection, the drip pad at the Greensboro 
facility met the applicable requirements of Subpart W. 

The initial annual inspection of the drip pad was conducted by Michael L. Walker, P .E. of EI on 
Friday, AprilS, 2011. However, significant delamination of the surface of the drip pad in the center 
of the pad (i.e., the highest traffic area) was observed and immediate efforts were undertaken to 
develop and implement a remedy. Carolina Pro Wash was contracted to do the repair work, which 
included chemical cleaning, cutting out the damaged surface concrete coat, applying a new surface 
coating, and resealing the entire pad. The repairs were completed Over the July 4 weekend and are
inspection was conducted on July 5, 2011. The treatment facilities were operating during the 
inspection. Additionally, Fortress Wood Products has discontinued use of CCA at the Greensboro 
facility in favor of treating wood using ACQ in November 2003 . 

The unlined pad is located adjacent to the treatment building (west side of building). The pad is 
constructed of concrete and is sloped toward the drainage sump near the treatment building. There is 
a curb around the entire perimeter of each pad. (40 CFR 265.443(a)) 

At the time of there-inspection, the pad appeared to be in good condition, free ofunrepaired cracks, 
gaps, corrosion, or other deterioration that could cause drippage to be released from the drip pad. (40 
CFR 265.443(c)) Again, the delaminated areas repaired and the entire surface re-sealed. Although 
the slope of the pad directs drippage toward the collection sump, there was a minimal amount of 
ponding water noted. The entire perimeter of each pad is bermed, thereby preventing the runoff of 
material (40 CFR 265.443(d)) . The run-on ofrain or other precipitation from the surrounding yard is 
prevented by the berms and the grade around the pad (40 CFR 265.443(e)). The configurationofthe 
pad with its roof covering prevents rain fall from being captured by the pad (40 CFR 265.443(/)) . 

Employees appear to manage operations effectively. Any collected liquid is returned for reuse as it is 
collected thus preventing overflow (40 CFR 265. 443(h)). Residues are cleaned from the pad surfaces 
promptly and all cleaning activities are documented on a Record of Clean-up form (40 CFR 
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265.443 (i)). The facility is generally operated to minimize tracking of material from the pad (40 
CFR 265.443(])). The Drip Pad Log shows that each charge of wood is held on the pads for an 
adequate duration so that drippage ceases before the material is moved. (40 CFR 265.443 (k)) Since 
the pad is covered by a roof, stormwater does not present an overflow or release issue (40 CFR 
265.443(1)). Regular inspections monitor conditions to prevent leaks from the pad (40 CFR 
265.443(m)). 

Finally, regular inspections are conducted as required and records are in good condition (40 CFR 
265.443(n) and 254.444(b)). The Storage Yard Drippage Contingency Plan/Record of Clean-up 
provides a record for pad cleaning activities. The Hazardous Waste Weekly Inspection Log records 
the conditions associated with the waste drums and storage area. Also, the operating log that records 
process activities is maintained. 

In summary, the pad appears to in good condition and good housekeeping is practiced. It is 
recommended that the pad be re-sealed regularly (as dictated by the product manufacturer and ware, 
particularly in the high traffic area at the center of the pad. This will help prevent damage to the 
surface concrete coating. 

EI appreciates the opportunity to provide this assessment and serve the needs of Fortress Wood 
Products. Please feel free to contact me at your convenience with any questions or comments. 

ichael L. Walker, P.E., CEM, LEED-AP 
Vice President, Energy & Environment 

MLW/ 

cc: Jenny Patterson, NCDENR 
585 Waughtown St 
Winston-Salem, NC 27107 

Bradley Bailey 
401 Oberlin Rd, Suite 150 
1646 Mail Service Center 
Raleigh, NC 27699-1646 

Professional Engineer's Seal 
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2011 RCRA Drip Pad Inspection 

Covered drip pad operating at time at of inspection 

Fortress Wood Products 
Greensboro, NC 

Re-sealed berm containment 


