
permit  

1 of 1 6/4/2008 1:42 PM

tel: 
fax: 

mobile:

252-491-8666
252-491-5454
252-202-5247

Racy Newbern
VP/Sec.

Soundside Recycling & Materials, Inc.
7565 Caratoke Hwy

Jarvisburg, NC 27947

racysoundside@mchsi.com

SOUNDSIDE RECYCLING & MATERIALS, INC. MULCH IT !!!  

 

Subject: permit
From: "Racy Newbern" <racysoundside@mchsi.com>
Date: Thu, 25 Oct 2007 09:39:07 -0400
To: <ed.mussler@ncmail.net>
CC: <info@soundsiderecycling.com>

Mr. Mussler
 
            This is our revised operations plan. 
 
 
 

Add me to your address book... Want a signature like this?
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Soundside Recycling & Materials, Inc. 
 
 

Operations plan 
 
 
 Soundside Recycling & Materials, Inc. will be receiving construction and 
demolition waste from Dare and Currituck counties.  The waste will be delivered to the 
site by local waste haulers for a waste disposal tipping fee of 60 to 75 dollars per ton. The 
new site will be located east of our present location off of Caratoke Hwy in Jarvisburg.  
We will construct the new recycling area then convert the old recycling area into a mulch 
coloring and sales area.  The operations will be 100 feet from all buildings, wells, and 
surface waters.  We will have a gravel road to the new recycling area. We expect to 
handle approximately 12536 tons (four year average) of material per year.  This is a 
weekly average of 241 tons.  We are requesting a permit to tip 100 tons per day.  We will 
supply a bond to cover the financial obligation.    

We will have an on-site representative that has completed an approved asbestos 
supervisor class on site during business hours. Also, we will have an asbestos inspector 
on site to sample suspect materials for asbestos.  Acceptable waste is construction and 
demolition waste, land clearing, yard waste, and white goods.  Unacceptable waste is 
household trash, asbestos containing materials, hazardous waste, and liquid waste. 
Unacceptable waste will be covered and removed by an approved contractor with in one 
month. Demolition waste will have an asbestos inspection certificate for each house 
received.  We will screen 1% of all incoming materials by hand separating and inspecting 
a random load.  We will record on a load sheet the amounts of materials contained in the 
screened load. All waste will be dumped on the same pad, but will be pushed in different 
directions. The demolition materials will be pushed to the side of the pad to be loaded on 
a trailer to be sent to a landfill.  New construction waste will be pushed toward the screen 
and picking line. There will be a water hose on the dump pad to wet the suspect 
materials. Suspect materials will not be processed. We will have an asbestos supervisor, 
watching for suspect materials.  If a piece is detected it will be wet, pushed to the side, 
covered, and an asbestos contractor will be called. If a load containing hazardous waste is 
dumped the appropriate cleanup contractor will be called.  The clean up will be prompt 
and less than 30 days.  If a piece of suspect asbestos enters the picking process the line 
will be stopped and an asbestos contractor will be called.  We will install mist nozzles on 
the screen and picking line to control dust.  A sign that says �no asbestos containing 
materials� will be posted by the scales.   
 Acceptable new construction waste will be stored outside and separated with in 2 
weeks of being dumped.  We will load a screen with acceptable construction materials. 
The screened 2� plus material will fall directly on our picking line.  The fines will go to a 
landfill for alternative daily cover. We will pick out non treated wood, engineered wood, 
cardboard, metal, and clean concrete. Clean non-treated wood will be ground in our 
horizontal grinder, and will be used for mulch, compost, or wood fuel. Engineered wood 
will be ground and then composted. Cardboard will be bailed or hauled loose to Butler 
paper. Metal will be separated and hauled to appropriate buyers.  Concrete that is not 
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painted will be crushed on site with our excavator mounted crusher, and used on site or 
sold. New gypsum board loads will be hand sorted to minimize contaminating the fines 
with large amounts of gypsum. Gypsum will be screened to remove the paper and sold to 
farmers for land application. Wood will be stored outside, and will be ground every few 
months as needed. Cardboard will be stored outside and hauled when we have a few 
loads. Materials that are not picked from the belt will be bypass material. 
 Bypass materials will be stored for less than 1week on a concrete pad and loaded 
on transfer trailers to be delivered to a landfill. The landfills we will use are East Carolina 
Environmental in Aulander, NC, and John C. Holland landfill Suffolk, Va. 
 Green waste that is clean will be dumped in the green waste area. Concrete that is 
clean and unpainted will be dumped in the concrete area.  

The materials will be processed using 3 excavators (2 with a1.5 cubic yard 
bucket), 3 skid loaders (1 cubic yard bucket), an Erin finger screen, 6�wide x 40� 8 man 
picking line, Thomas screen (6�x7�box screen), CBI horizontal grinder (880 horsepower), 
mulch coloring machine (40 cubic yard per hour), eco-crusher concrete crushing bucket 
(40 ton per hour), and other equipment that we have. The materials will be hauled away 
with 3 tractors and 5 trash trailers that we have. A roll off truck is used to move materials 
around the yard.  There are 5 roll-off containers on site to store metal and other materials.  
We plan to install a Rotex screen to the mulch coloring machine to improve the quality of 
our mulch. A 9000 gallon water tanker with a pump is located on site and is kept full 
during grinding operations in case of a fire.   
 This move will help improve the quality of our products and the amount that is 
removed from site.  The Rotex screen will help us sell more mulch. The larger dump pad 
will keep products clean and more efficient to separate.  Expanded concrete surfaces will 
help keep the site clean. The composting operation will handle at least half the wood 
recovered and this will greatly reduce the wood on site. 
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