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Wilson, Donna

From: Wilson, Donna
Sent: Tuesday, October 19, 2010 10:59 AM
To: 'David Garrett'; gehle, dennis; Nick Marotta (nmarotta@wcamerica.com)
Cc: Herndon, Donald
Subject: Material Recovery Landfill application

Dave, I’ve reviewed your emails dated Oct. 1 and Oct. 19, and the redline copy of the application text.  The first 2 
comments below pertain to your emails and revised text.  Comments  3‐8 are the same comments from my Sept. 27 
email (comments 10‐15). 

1. CQA Plan ‐ Section 6.3 should include a description of the pre‐construction meeting for cell construction.  
2. Please list the requirement that the soils must be SC, SM, ML, CL, MH, or CH per the United Soil Classification 

System. Please add soil requirements (required friction angle) for final cover slope stability to the CQA Plan. 
3. Please provide a copy of the revised 2008 and 2009 annual reports. 
4. Drawing S2 – The label “North Disposal Area” should be adjusted. 
5. Drawing E2 – On the first drawing, the base grade contours for Phase 2A should be updated to match the 

contours on Drawing E4. On the second drawing, the base grade contours for Phase 2B should be updated to 
match the contours shown on Drawing E4. 

6. Drawing MP1 – Update the base contours in Phase 2A and 2B, or remove the base contour labels in those 
phases for this drawing only. 

7. The compliance review portion of the application is not complete in that there is not a stand‐by trust fund for 
the existing WCA financial assurance mechanisms (all WCA facilities). One stand‐by trust fund may be used for 
all WCA facilities. Also, the existing financial assurance documents have not been adjusted for inflation for 2009 
and 2010. Contact Donald Herndon to address this matter. 

8. Wood waste processing area – Show both the processing area and storage areas on the diagram. What are the 
total dimensions of the processing and storage area? What is the end use of the processed wood material? Will 
it be distributed to the public? What equipment will be used for the operation? What is the maximum storage 
time for any wood material, unprocessed and processed? What is the plan for detecting and removing any 
unacceptable waste? Describe surface water control features, including run‐on and run‐off. Describe plan to 
control dust. Describe plan for fire prevention and actions to be taken in the event of an accidental fire. Address 
whether the operation will require a sedimentation and erosion control permit. 

9. Wood waste processing area additional comment – After consultation with Michael Scott of the Composting 
Branch, please change the maximum dimensions of the unprocessed and processed wood waste piles to 
maximum height of 30 feet and maximum width of 50 feet.  There is no required maximum length of the piles, 
but the application should state the facility’s maximum length or the maximum volume of each that will be 
stored onsite.  Also, the distance between piles should be at least 20 feet.  The facility may still want to limit the 
height of the processed pile to keep down the internal temperature.  In the event of a fire, these pile sizes are 
designed to make it easier for fire fighting. 

 
Please submit changes as replacement pages to the application, instead of whole sections or the entire application. 
 
If you have any questions, let me know. 
Thanks, Donna 
 
Donna J. Wilson 
Environmental Engineer 
Solid Waste Section/Division of Waste Management/NC DENR 
1646 Mail Service Center 
Raleigh NC  27699‐1646 
Phone 919‐508‐8510 
Section webpage ‐ http://portal.ncdenr.org/web/wm/sw  
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New email address ‐ donna.wilson@ncdenr.gov 
 
E‐mail correspondence to and from this address may be subject to the  
North Carolina Public Records Law and may be disclosed to third parties. 
 


