
Memo 

To:    File 

From:     Donna Wilson 

Subject:  McGill Compost Facility, Clarification on response to comments dated 8‐24‐12 

Date:    Oct. 9, 2012 

 

The following are my notes from my conversation October 1, 2012 with Steve Cockman concerning the 

polyethylene covers used at McGill Compost Facility and the response to comments dated 8‐24‐12.  The 

notes below include his suggested changes to text.   

I also asked Steve to provide a sketch of the layout of the facility showing the location of the 

polyethylene covers.  Attached is the sketch provided by Steve Cockman on 10‐9‐12. 

Covers ‐ The covers are solid covers (not vertical strips), clear polyethylene material that is tarp‐like, 

sized to fit the openings.   The covers are raised and lowered with a person in a boom lift (like a cherry 

picker).  The bottom edge of the cover is picked up and lifted so that the cover is essentially folded 

up.  The bottom edge is then secured to the top of the opening. 

Curing building ‐ There is no cover between the primary (aisle) building and the curing building, so the 

curing building is not isolated.  The opening between the two areas is the aisle only.  The two areas are 

otherwise separated by walls.  There are ducts at the farthest ends of the curing bays that pull air into 

the biofilters.  The curing bays have a separate biofilter fan. 

Blending building ‐ The blending building is isolated from the primary building with a fitted one‐piece 

cover.  The cover is lifted and secured up and is not in use during the work day.  The blending building is 

open to the environment during the day.  It is lowered in place at the end of the day.  The intake for the 

biofilter has been moved to be directly overhead of the blending of raw materials. The fans are pulling 

air during the day when the cover is not in place. 

Primary building ‐ The covers over the bays are kept in place except for the one bay that is being filled 

and one bay that is being emptied on that day.  A bay is opened at the end of the primary processing 

period at 7‐8 days and after it meets PFRP.  The biofilter fans for the primary building run continuously. 

Surface water inside – Water can’t flow into the blending building because of a concrete wall or 

barrier.  Water in the primary building is absorbed by compost or amendments in the open area and in 

the aisle. 
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